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UCX-HW Series
Wall / Closet Fan Coils

1.5 - 3.0 Tons Cooling or Heat Pump 
Up to 72,400 BTUH Hydronic Heat
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Unit shown with optional louvered wall panel
(Recessed wall application)

(Standard Unit shown) 
(Closet application - Front Return Air)
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These upflow air handlers are designed for use with today's 
higher efficiency split-system condensing units and heat 
pumps.  All UCX-HW fan coils include the new GE (Regal-Be-
loit) X13 ECM motor.  The X13 offers the efficiency of a variable 
speed motor, but at a considerably lower cost.  In constant-fan 
mode, it offers up to 200 percent greater efficiency than a con-
ventional PSC motor and up to 33 percent greater efficiency at 
the rated operating speed.

The UCX-HW can be installed on a closet platform, hung on a 
closet wall, or recessed in a wall between the studs.  All models 
are 22" wide to allow standard stud spacing for all sizes.

(1) First Co's customer is ultimately responsible for con-
firming which fan coil models are compatible with selected 
outdoor unit(s) and which expansion valves (if any) are 
required.  to determine approved indoor/outdoor matches, 
go to: www.firstco.com or contact the factory.

Standard Features:
 • High efficiency X13 motor
 • 120V motor, 24V controls
 • Factory or field installed R-410A TXV 
  (cooling or heat pump operation).
 • Blower door shut-off switch
 • Non-corrosive thermoplastic drain pan, sloped for   
  positive drainage with 3/4" MPT primary and 
  secondary connections
 • Separate compartment for drain connections allows   
  the field use of PVC drain piping
 • Hot water coil 
 • Easily accessible 1" throwaway filter

Optional Features:  (see Page 4)
 • Optional features include wall panels with captive
  screws, condensate overflow switch, closet hanger   
  bracket kit, and bottom return air kit.

  Unique Feature - In recessed wall applications 
  utilizing the optional wall panel (#9PWUC03L), the 
  hot water coil can be removed without modifications
  to the drywall.  To allow this feature, the top of the   
  UCX-HW cabinet is notched for coil removal and the   
  wall panel is 3" taller than the cabinet.

Unit shown with bottom return air cover
(Closet application - Bottom Return Air)





MODEL NUMBERS:

(See P. 4 for Optional Accessories)

UCX-HW Series
Compatible with gas fired water heaters
Up to 72,400 BTUH Hydronic Heat

-3-

MODEL SIZE 
(BTU COOLING)

MODEL
(PISTON)

MODEL
(R410 TXV)

18,000 19UCX-HW 19UCX-HW R410 TXV

18,000 / 24,000 25UCX-HW 25UCX-HW R410 TXV

24,000 / 30,000 31UCX-HW 31UCX-HW R410 TXV

30,000 / 36,000 37UCX-HW 37UCX-HW R410 TXV

All TXV's are approved for cooling only or heat pump operation.

NOTE:
Expansion valve requirement depends on the selected outdoor unit.  
Go to:  www.firstco.com or contact the factory for assistance.



Catalog No. UCX-HW1009 -4-

NOTES:
(1) Wall Panels are taller than the UCX-HW cabinet to allow access to hot water coil connections.

NOTES:
1.  Above expansion valve kits are approved for both cooling only  
    (non heat pump) or heat pump applications.
2.  Valves are external equalizing, internal bleed.
3.  Hot water valves must be installed externally.

Unit shown with optional 
bottom return air kit (# 90PK5)

Optional wall panel
(Recessed wall application)

Condensate drain connections
(With drain cover removed)
(Male connections shown)

Unit shown with front panel 
removed

EXPANSION VALVE KITS (Heat Pump or cooling only)
(FIELD INSTALLED)

PART NO. TYPE FOR

9EVR410-1 R-410A 19 - 37UCX-HW (1-1/2 - 3 TON)

Condensate Overflow Switch 
#SS3

OPTIONAL ACCESSORIES (FIELD INSTALLED)

DESCRIPTION PART # FOR DIMENSIONS

WALL PANEL (1) 9PWUCO3L ALL UCX-HW
49-3/8 X 25-5/8
(Outside Frame)

46-3/8 X 22-5/8 
(Inside Frame)

CLOSET BRKT. 90PK3 ALL UCX-HW 1-1/2 X 22-1/8 ---

BOTTOM RETURN 
AIR KIT

90PK5 ALL UCX-HW 21-5/8 X 22 ---

CONDENSATE (1) 
OVERFLOW SWITCH

SS3 ALL UCX-HW --- ---


